
 
 

 

 

 

 

 

 

 

Model and Sizes  MSP/170 MSP/250 MSP/380 MSP/470 MSP/720 

Cabinet Size (mm)  

Height 700 700 900 900 900 

Width 170 250 380 470 720 

Depth 170 170 185 275 325 

Working Depth 145 145 160 250 300 

Root 300 300 300 300 300 

Cabinet Door Aperture (mm)  

Height 588 588 788 788 788 

Width 160 240 370 460 710 

Backboard (mm)  

Height 585 585 785 785 785 

Width 150 230 360 450 700 

 

 

Standard features include -  

·  Manufactured from 3mm mild steel and hot dipped galvanised to BS EN 
ISO1461 

·  Fitted with Triangular Head Locks 

·  Backboard of 18mm plywood, treated with clear water repellent 

Options include -  

·  Pre-wired panels 

·  Document holder 

·  Alternative locks 

·  Painted to customer spec 

·  Hinged door 

·  Labels 

·  Apron and Gland Plates 

·  Internal heater and light 

·  Macrilon panel 

·  Stainless steel / Aluminium 
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Mini Service Pillar Range 

The Mini Service Pillar (MSP) Range starts our range of Feeder Pillars.  A 
budget range of pillars to meet a variety of requirements.  

These pillars are used in a variety of locations, such as controlling power to 
traffic lights units, speed cameras and sign posts.  They are used to 
provide electricity to market traders and many more applications. 

The standard pillars have removable doors, although hinges can be fiited 
as an optional extra. 

Standard range widths - 170mm to 720mm. 
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